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6 FT T-POST MARKER ODOT TYPE "A"

(TEMPORARY UNTIL CRUSHED ROCK
LOCATION GAN BE BACKFILL COMPACTED

IRON PIn @ TO 95% STD. DENSITY
LOT CORNER PAINTED ON CURB)

3' MIN. W/2 W/2
4' MAX.

R/W LINE
CL STREET

SOIL
BACKFILL

CRUSHED ROCK
TO EXTEND AT LEAST
2' BEHIND CURB

R/W LINE

SOIL

IBACKFILL

— INSTALL HORIZONTAL
ﬁ FROM MAIN

\

4" UNDER SLEEVE

= SCREENING 10" OVER AND

WRAP SADDLE IN

METERS ONLY.

SECTION

NOTES:

1. LOT CORNERS SHALL BE STAKED PRIOR TO CONSTRUCTION OF SERVICE LINES,
CROSSING TO BE ON LOT LINE.

2. DETECTABLE MYLAR MARKING TAPE (LIFEGUARD TYPE Il OR EQUAL) TO BE
INSTALLED OVER SERVICE LINE.

3. CROSSING TO BE INSPECTED BEFORE TRENCH IS BACKFILLED.

POLYETHYLENE.
CORPORATION DOUBLE BAND
STOP
I'COPPER O P ORATION .
TUBE IN PVC STOP 9-3
SLEEVE FOR I
3/4" & 1"
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